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/ _ EXPANSION JOINT MATERIAL
SUBSURFACE COMBINATION A DEPRESSED CURB OR COMBINATION
CONCRETE CURB & GUTTER CURB & GUTTER FOR SIDEWALK RAMPS
ELEVATION SEE STD. MD-620.03

NOTES

SECTION A-A

1. TO BE USED WHERE A PEDESTRIAN ACCESS ROUTE CROSSES RA[SED MEDIANS OR RAISED ISLANDS AND THERE IS
SUFFICIENT WIDTH TO SATISFY THE GEOMETRY OUTLINED IN THIS STANDARD.

2. EXPANSION JOINT MATERIAL SHALL BE INSTALLED IN ACCORDANCE WITH STANDARD MD-655.01.

3. RAMPED MEDIAN AND [SLAND OPENINGS SHALL BE MEASURED AND PAID AT THE CONTRACT UNIT PRICE PER SQUARE FOOT
DETECTABLE WARNING SURFACE SHALL BE PAID FOR IN ACCORDANCE WITH SECTION 611 OF

FOR CONCRETE SIDEWALK.
THE SPECIFICATIONS.

4. RAMPED MEDIAN AND ISLAND OPENINGS TQ BE SHOWN ON PLANS SYMBOL ICALLY AND REFERENCED WITH THE CENTER

OF THE OPENING ALIGNED TO A STATION ON THE CONSTRUCTION CENTERLINE.

SEPARATE DETAILS SHALL BE SHOWN WHERE

PROPOSED OPENING VARIES FROM STANDARD METHODS.
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